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INTRODUCTION

This policy delineates the responsibilities of the Illinois Department of Transportation
(IDOT) and any firm providing route or land surveying services to IDOT.  It only covers
the exchange of electronic media and the documents related to identifying and
explaining the proper use of the electronic media for survey data.

The department classifies its survey work into two types, route and land.

Route surveys consists of measurements, calculations and field work necessary to
establish line and grade for a specific transportation improvement.  Route survey also
includes topographic surveys, cross sections, hydraulic surveys, and aerial surveys for
highway and waterway projects.

Land surveys consists of determining boundaries, writing descriptions of specific parcels
of land and the installation and restoration of monuments.

REFERENCE MANUALS

1.   Design Manual
2.   Survey Manual (under development)
3.   Land Acquisition Policies and Procedures
4.   Point Codes (under development)

DELIVERABLES

During, or at the completion of the consultant’s contract involving electronic surveying
work, two deliverables will be required:

1. Hard Copy Document

The paper document will be in a bound volume(s) to allow the department to have a hard
copy record (8 ½ " x 11") of the collected data.  All paper documents provided to the
department must contain the consultant’s name.  The pages of the survey paper
documents will be numbered or identified in such a way as to separate each section of
the volume listed in the index.  Refer to the department’s design manual (section 5
surveying) for additional information.  Included will be a list of file names, a description of
each file on the diskette(s) transmitted to the department, the name of the software
application package used, and the version number.

It must contain a title page, an index, instructions, the raw data, the observation file
listing, the compiled reports, the location map, and appropriate sketches.

2. Electronic Copy

The magnetic media, shall contain electronically collected and processed computer data
files, which with the paper documents, provides the department a complete and accurate
survey contract.  Included with the diskette will be a list of file names, a description of
each file on the diskette(s) transmitted to the department, the name of the software
application package used, and the version number.  This information shall be provided in
the "Readme.txt" file described below.
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It must contain the raw data, the observation file, and the compiled reports.

DELIVERABLE DEFINITIONS

1. Title Page

Contains such information as the consultant’s name, route, section, county, survey crew
name, date of beginning and completion dates, job number, etc.

2. Index of Documents/Files – The survey information to be provided to the department by
the consultant will include an index.  The index is a table of contents used to describe
and identify the sections of the transmitted survey data.

All magnetic media provided to the department must contain the consultant’s name, a list
of the directory of the contents of the media, a description of the contents of each file,
description of each file, description of the media format (density, means of creating the
data file), the date the media was created and project identification.  Nonconforming
media identification will not be accepted.  An example of the proper format is:

Project:  _______________________________________
Limits:  _______________________________________

Job Number:  _______________________________________
Create Date:  _______________________________________

Format:  _______________________________________
Density:  _______________________________________

Contents:  _______________________________________

A completed example of the proper format is:

Project:  IL 83
Limits:  St. Charles to North

Job Number:  P-91-001-93
Create Date:  3/12/92

Format:  DOS Copy Command
Density:  DSHD 3.5” Diskette (1.44MB)

Contents:  Readme.txt file

One file shall be named “Readme.txt”.  This file will contain a listing of the contents of
each file on the diskette.  The listing of each content shall include the limits and type of
data.  Notes that do not fit elsewhere are to be entered here also.

3. Instructions

The specific directions given to the survey party on how to proceed with the survey.  A
copy of the negotiation minutes that pertain to the survey work are also to be included.

4. Raw Data – the observations going into the data collector.  Raw data from an electronic
survey data collector provides a historical record of the original survey data that was
collected.  After being transferred from the data collector, this data file will not be edited
or changed.  The raw data file contains original total station data necessary for the
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survey including vertical and horizontal angles, dimensions, slope distances, IDOT point
codes, point numbers and material codes.

Typically, the raw data file is used to create an observation file which can be edited after
the survey is performed.  The observation file can be edited using the software for the
total station collecting the data.  A log file of any changes to the observation file must
also be submitted.

A readable hard copy listing of the raw data along with documentation explaining the
format(s) is required  to be submitted with the survey as a historical record of the project.
A readable hard copy listing of the observation file along with documentation explaining
the format(s) is required as well.

The raw data must be delivered in both electronic and hard copy formats.  The electronic
format shall be appropriate for the software used by the consultant.  The hard copy
format shall likewise be appropriate for the software used by the consultant.

5. Compiled Reports – provides the calculated stations, offsets, and elevations to be used
in the plotting of cross sections, topography, and plan and profile sheets.  Three (ASCII
Coordinate File, Station  Offset File, and Cross Section File) hard copy (See Attachment
#1, pages B-5, 6 & 7) reports along with the ASCII electronic file in the same format are
required.  These electronic files will be loaded into departmental systems and also serve
as backup documentation for the hard copy reports.

6. Location Map – a portion of a county or city map which depicts the area covered by the
survey.  The purpose of this map is to show the general location of the survey work such
that it can be readily located in the future.  In the case of a hydraulic survey, it might be
appropriate to use a quad map for the location map, and the flood plain sections could
be shown thereon.  A north arrow and the beginning and ending points are to be shown
on the map.  The map is to be accompanied by a written description of the termini of the
survey work.  Indicate the city or village in urban areas and sections, township, range,
and principal meridian, and county in rural areas.  (See Attachment #2, page B-8)

7. Survey Sketches – unscaled drawings, usually rendered by hand, which show
topographic information to properly orient the survey data.  Several different types of
sketches will be required to ensure that further users of the survey data will understand
and can duplicate the survey results, verify the locations of control points, and visualize
the spatial relationship of key points, significant fixed objects and complex topographic
features.  All sketches must include a north arrow.  If a sketch covers a congested area,
please use point numbers with a corresponding table.

Required Sketches are:

a)   Level circuit benchmarks – shows the approximate location and spatial orientation of
the benchmark circuit.  A written description of each benchmark and its location must
accompany the sketch.  (See Attachment #3, pages B-9 & 10)

b)   Survey baseline – shows the termini, stationing, and station equations along the
baseline, roadway centerline (if not coincidental), and along each intersecting road.
Also shows control points along the baseline used as the reference points from
which horizontal dimensions are calculated.  The recovery ties to all control points
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must accompany this sketch.  This sketch provides a visual supplement to the raw
data provided in item #4 above.  (See Attachment #4, pages B-11 & 12)

c)   Topographic sketch – graphically shows significant fixed objects, intersections,
structures, streams, utilities, etc. to properly orient user and to permit the user to
effectively understand the spatial relationships of the electronic survey data.  (See
Attachment #5, page B-13)

d)   Control survey – shows the approximate location and spatial orientation of each
survey used to provide coordinates (horizontal and/or vertical) of points to which
supplementary surveys are adjusted.  (See Attachment #6, page B-14)  A written
description of each traverse point and its location must accompany the sketch.  This
sketch provides a visual supplement to the raw data provided in item #4 above.

DATA MEDIA

The only media that will be accepted are DOS compatible 3 ½ “ HD (1.44 MB) floppy diskettes.

DATA FORMATS

All data files, except for the raw data, shall be in ASCII format.

FUTURE DIRECTION

As the department moves toward metric construction plans, we will be requiring that surveys be
done in metrics.  The above requirements will be revised at that time.

The department is also moving towards the use of digital terrain models instead of the usual
cross sectioning procedures.  Once the use of DTM’s is adopted, the above requirements will be
revised to cover their usage.
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